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SUMMARY 

The  application of a  concept  in  isotensoid  flywheel  design 
to  spacecraft  energy  and  angular  momentum  storage is studied. 
Systems  employing  the  isotensoid  flywheel  are  evaluated in terms 
of energy  density  (watt-hr/lb)  and  angular  momentum  density  (ft- 
lb-sec/lb)  and  compared with standard  electrochemical  storage 
devices  and  rigid  control-moment  gyro  wheels. 

Experimentation  is  reported  which was conducted on isotensoid 
flywheels.  Quantitative  measurements  were  taken  of: 1) strain  in 
fabric  flywheels, 2) packaging  the  fabric  flywheel,  and 3 )  actual 
energy  stored  in a steel-cable  flywheel. 
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INTRODUCTION 

References 1 and 2 deal with  spinning  f i lamentary  s t ructures ,  
with  primary  attention  given t o  isotensoid  versions.  The develop- 
ment of  a f l a t  ( t w o  dimensional)   f i lamentary  isotensoid  f lywheel 
i s  reported  in  Reference 1: the  development  of a generalized 
three-dimensional  concept  of  this  flywheel is  covered i n  Reference 
2. The appl icat ion  of   these  s t ructures  t o  spacecraft  energy and 
angular momentum storage is the   subjec t   o f   th i s   s tudy .  

A spec ia l  case was chosen  from the  general   solut ions  given  in  
References 1 and 2 ,  which has   re la t ive  s implici ty   in   mathematical  
form  and physical  shape. The merits of energy  and  angular momen- 
tum storage  systems which use  t h i s   f l ywhee l  are evaluated  by com- 
parison  with  the  conventional methods  which involve  e lectro-  
chemical  storage batteries a n d   r i g i d  control-moment gyro  wheels. 
F u l l  advantage is taken  of  f i lament  strength,  which yields   high 
energy  and momentum dens i t i e s :  and of  deployabili ty,  which 
reduces ro t a t ion  rates and increases momentum density.  

Other  types of flywheels are discussed and compared with  the 
isotensoid  f lywheel on the  basis of energy and angular momentum 
dens i t ies .  



I 

THE ISOTENSOID FILAMENTARY FLYWHEEL 

In  Reference 1, Kyser  develops a system  of  equations which 
descr ibes   isotensoid  f i lamentary  disks .  An i n f i n i t e  number of 
so lu t ions   descr ib ing   f iber   pa t te rns  i s  possible .  One pa t t e rn  i s  
of   special   in terest :   each  f iber   fol lows a circular path,   the  
diameter   of   each  c i rc le   being  equal   to   the  radius   of   the   wheel .  
The circles  pass  through  the  center  of  the  wheel,  and are   equal ly  
spaced  in   the  c i rcumferent ia l '   d i rect ion.   This   pat tern is i l l u s -  
t ra ted   in   F igure  1. 

A more general  three-dimensional  configuration  of  isotensoid 
flywheel i s  described  by  Fraser  in  Reference 2 .  Here each  f iber  
path i s  h e l i c a l   i n s t e a d  of c i r c u l a r .  The configuration is  i l l u s -  
t ra ted   in   F igure  2 .  The special ized  disk  shape i s  formed from 
this  three-dimensional  f lywheel  by  reducing  the  helix  height  to 
zero. 

Geometrical  Properties 

The isotensoid  flywheel  considered  herein i s  described by 
the  following  set   of  equations: 

where 

i s  a "structure"  parameter by which the  shape is  controlled.   Unit  
def ini t ions,   taken from Reference 2 ,  are:  

m '  i s  the  mass per   un i t   f iber   l ength  

w is the  spin  speed 
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r is  the  f lywheel  radius 

T i s  the  fiber tension 

0 

B is the   f iber   angle   to   the   mer id ian  

R = r/ro i s  the  nondimensional  radial   distance 

h is the  height  above the  equator 

Derived  relations  are:  

and cosu = d(1 - n / 2 ) / ( 1  - R2/2)  

where C i s  the  f , iber   dis tance from the  equator and a. i s  the  
meridian  angle  to  the  spin  axis.  

The hel ix   angle ,  Po  , i s  obtained from Equation (1) with 
R =  1 ,  

BO 
= s i n  

The d is tance  between the  two poin ts  a t  which the  system  of  helices 
in te rsec ts   the   ax is   ( the   “hub  separa t ion”)  i s  determined from 
Equation ( 2 )  with R = 0 , 

A continuum of f ibe r   pa t t e rns  i s  formed for 0 < fi 5 2; 
a t  Ci = 2 t h e   f l a t   d i s k   r e s u l t s .  

3 
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Distance  between  intersections.  - The dis tance,  A4 0 between 
ad jacent   in te rsec t ions  i s  constant and is equal   to  

where N i s  the  number of f i b e r  circles. This   property  a ids   in  
the   cons t ruc t ion   process   in   tha t  it a l lows   t ha t   pa t t e rn   t o  be 
assembled on convenient  base  boards  such as a f l a t   s u r f a c e ,  making 
a square  array  as   in   Figure 3 .  Figures 1 and 3 represent   the same 
o b j e c t ,   w i t h   t h e   l e t t e r s  A t o  F indicating  corresponding  points 
of   intersect ion.   Construct ion is  a l so   poss ib l e  on a drum formed 
by connecting  points A, E, and F on opposite  ends  of  the  array 
in   Figure 3 .  

Radius of  qyration. - For  convenience,   the   c i rcular   f iber  
shape  of  the  disk form is  assumed here,  b u t  the  resul t  a l s o  
appl ies  t o  the   he l ica l   shape .  The radius  of  gyration, k , is  
derived from the  equation 

where r and d& are as  defined  in  Figure 4,  and 4 i s  the 
circumference of t h e   c i r c l e .  The elemental   distance i s  

1 2 1 2  
d& = 7 ro de , and by the  cosine law, r - - - 2 ro (1 - case) . 
Thus the   rad ius  of gyrat ion i s  

k = e r o .  

4 



Physical  Properties 

Tension. - The tension  throughout  the  network is ,  from 
Equation ( 3 ) ,  

2 2  m ' r  w 
0 
n T =  

Enerqy densi ty .  - The rotat ional   kinet ic   energy  of  t h e  wheel 
i s  E = 1 / 2  m k2 W2 , o r  by  Equations (10) and (11), E/m = fiT/4m' . 
The quant i ty ,  T/m'g , is  de f ined   a s   t he   spec i f i c   s t r e s s ,  X , of 
the   f i be r .  The energy  densi ty   real ized a t  t he   spec i f i c  working 
stress i s  

A general  statement i s  derived .in Appendix A r e l a t ing   t he  
energy  density  of an isotensoid  f lywheel   to  i t s  s p e c i f i c  working 
stress, X, . The energy  density  of an isotensoid  disk (n = 2 )  
i s ,  by Equation (A-21,  consider ing  that   there  is  one degree  of 
freedom f o r  stress ac t ion ,  E/m = 1/2 g . Compare t o  Equation 
( 1 2 )  - 

Momentum densi ty .  - The angular momentum densi ty   of  a wheel 
i s  H / m  = kL w , o r   i n  terms of energy  density 

H 
m 0 4 g X w  
" - r d r  

Energy s toraqe and recovery by momentum exchanqe. - For s to r -  
age  of  electrical   energy, power from s o l a r  cells would d r ive   t he  
flywheel  spin  motor,   thus  increasing  the  kinetic  energy of the  
flywheel. Energy is  recovered  through  generator  action. Accom- 
panying this   energy exchange i s  an angular momentum exchange 
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which,  if  undesirable,  may  be  alleviated  by  rotating  a  pair of 
flywheels  in  opposite  directions. 

This  method  of  energy  exchange  necessitates  the  use of vari- 
able  speed  electric  motors.  Such  motors  are  not  equally  efficient 
at  all  speeds:  a  maximum-minimum  speed  ratio of three, at the 
present  state of development,  gives  a  good  trade-off  between 
flywheel  utilization  and  motor  efficiency  (Ref. 3 ) .  Since  the 
flywheel  energy  is  proportional  to  the  rotation  speed  squared, 
1/9 of  the  energy  is  not  recoverable.  Then  the  recoverable  energy 
density  of  the  isotensoid  flywheel  is 

Enerqy  storaqe  and  recovery  by  hub- ” di-Ktange..  v-ariation. - The 
spindle-shaped  flywheel,  consisting of helical  fibers  which  extend 
from  one  hub  to  another, was introduced  on  page 6. Varying  the 
distance  between  the  hubs  changes  the  moment  of  inertia  of  the 
flywheel.  If  constant  angular  momentum  is  assumed,  the  resulting 
change  in  rotational  energy  of  the  flywheel  must  reflect  an  equal 
but opposite  change  in  potential  energy  caused  by  forcing  the  hubs 
to  move  through  a  distance. 

In  Figure 5, power  from  the  solar  cells  drives  the  motor- 
driven  pump  which  moves  fluid  into  the  chamber  between  the  hubs, 
forcing  them  apart.  Allowing  the  hubs  to  move  toward  each  other 
forces  the  fluid  through  the  turbine  generator  and  recovers  the 
stored  energy.  There  is no exchange  of  angular  momentum  in  this 
process. 

The  energy  stored  in  the  system  is  equal  to  the  difference 
between  the  kinetic  energy of the wheel  in  that  state  and at the 
ground  (disk)  state.  The  kinetic  energy  is  (from  Eq. (12)): 

R E = 4 mg hw 
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In  the  disk  configurat ion R is 2;  thus  the  energy  stored is 

n 1 
A E  = - mg Xw - - 4 2 mg 'disk 

where  kdisk i s  the   spec i f i c  stress i n   t h e   d i s k  form. 

w i t h   t h i s  method, no angular momentum is  exchanged. The 
angular momentum i s  constant  and equal t o  t h a t   i n   t h e   d i s k  form. 
By Equation (14), 

r 0 , / T = r  
'disk 

Combining Equations (16) and (17)  yields   the  s tored  energy i n  
terms of 0 , ro , and iw : 

n 
A E  = 4 mg hw 

'disk 

The fiber length  between  hubs is, of course,   constant ;   th is  
d i s tance  i s ,  from Equation (41, 

n r  / 

'disk 

Then the  s t ructure   parameter  i s  

n=2(." y . 
'disk 
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Combining Equations (18) and (19) y i e lds  

which  maximizes f o r  r/ro = $ E #  a t  a value  of 
d i sk  

1 (E) = - 8 xw 
max 

Thus the  recoverable  energy  by  this method is 28% of  the 
energy  stored  by  the variable-momentum flywheel. 

In t e r f ibe r   fo rce .  - The force  exerted by  one f i b e r  on an 
i n t e r s e c t i n g   f i b e r  i s  (Ref. 2 )  

- 
FI - 

0 R T c tnp   s ina  A.e 
r 

0 

Inser t ing  @ , a 8 and A4 from EquatioIl (1) 8 (5)  , and (8) y ie lds  

Methods of  Construction 

J o i n t s .  - The in te r f iber   force   d i scussed  above i s  provided 
a t  the   in te rsec t ions ,   wi th   var ious   types   o f   jo in ts   be ing   poss ib le ,  
including: 1) weaving,  where the   i n t e r f ibe r   fo rce  i s  supplied by 
f r i c t i o n :  2 )  knots   or   mechanical   jo ints ;  and 3 )  glue. 

Fabric  wheel. - Fabric  wheels may be woven, knotted,   or 
glued;  knotting is  the   l eas t   sa t i s fac tory ,   in   tha t   knot   p lacement  

8 
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is  critical. A disk  and a spindle-shaped  wheel,  both  constructed 
by  weaving  Dacron  tape,  are  shown  in  Figures 6 and 7. 

Steel  cable  wheel. - A flywheel  consisting  of a set of  cir- 
cular  cables  can be constructed  as  shown  in  Figure 8, with the 
intersections  held by swaged  copper  tubes. 

Semi-solid  flywheel. - The  circular  fiber  disk  flywheel  shown 
in  Figure 1 may  be  constructed  using  solid  links  instead of flex- 
ible  fibers  between  the  intersections.  Each  arc  between  adjacent 
intersections  is  replaced  by  the  corresponding  chord,  as  in 
Figure 9. Each  link  is  hinged  freely  at  the  joints.  The  packing 
of this  wheel  is  demonstrated  in  Figure 10. 

Rim  mass. - It may  be  necessary  or  desirable  to  alter  the 
shape of an  isotensoid  flywheel  for  practical  reasons.  For 
instance,  the  fabric  disk  shown  in  Figure 6 has a truncated  cir- 
cular  pattern;  for  operation a rim  mass  must  be  added  to  give 
the  isotensoid  property.  The  mass  required  is  that  which  provides 
a centrifugal  force  equal to that  which is present  at  the  same 
radial  distance  in  an  untruncated  flywheel. 

9 



OTHER  TYPES  OF  FLYWHEELS 

The  Stodola  wheel 

A constant  biaxial  stress  wheel was developed  by  Stodola 
(Ref. 4). Since two dimensions of stress  are  utilized, it is 
expected  from  the  Maxwell  relation  (App.  A)  that  the  ultimate 
energy  density  of  the  Stodola  wheel  should  be  g Aw . 

The  shape  of  Stodola's  wheel  is  given  as 

2 
x = x  e -w R 

a , 

where  x  is  the  width  of  the  wheel at a  radius R = r/ro , as 
in  Figure 11; and I? is  a  structure  parameter,  defined  by 
r = P 2 2  ro /a . In  practice  the  wheel  is  truncated  arbitrarily 
at R = 1 ; this  results  in  a  near-ideal  flywheel  if  is 
large,  while  for  small I' the  flywheel  approaches  a  flat  disk. 

Energy  density. - The  radius of gyration  of  this  body  is 

Its  energy  density  is  thus 

For  large I? , the  second  term  in  the  parentheses  is  small.  Thus 
the  energy  density  does  approach g A, in  the  ideal  case of 
large I7 . 

10 

. .. .... 



Momentum densi ty .  - The momentum density  of  the  Stodola 
wheel is  

This  function i s  p lo t t ed  i n  Figure 12, along  with  Equation ( 2 4 ) .  
I t  is  seen  that   the  momentum densi ty  maximizes a t  9 5 8 with 
(H/m)maX - 

Standard Flywheels 

The energy  density, momentum densi ty ,  and rotation  speed of 
various  types of flywheels  are  given  in  Table I. Table I1 l is ts  
the   spec i f i c  working s t r e s s  of t yp ica l  flywheel mater ia l s .  

11 



FLYWHEEL  APPLICATION TO SPACECRAFT ENERGY STORAGE 

In   spacec ra f t   i n  which the  primary  source  of power i s  the  
sun  through  solar cells  the re  are two fundamental   d i f f icul t ies .  
LOSS of power occurs when the   spacecraf t   en te rs   the  shadow of a 
moon o r   p l ane t ,  and peak  load power requirements may be  higher 
t han   so l a r   ce l l   c apab i l i t i e s .  Both problems  must  be  solved  by 
energy  storage. The method widely  used  today i s  the   e lec t ro-  
chemical   s torage  bat tery.  Types of b a t t e r i e s   i n   u s e  and  an analy- 
sis of   present-day  bat tery  s torage  systems  in   terms  of   total  
energy  stored  per pound bat tery  weight   over   the  l i fe   of   the   system 
are given i n  Appendix €3. 

The purpose  of t h i s   s e c t i o n  is  t o  examine the  eff ic iency  of  
the  flywheel  system  as a competitive  energy-storage  device. Only 
the  disk  f lywheel w i l l  be considered  here. 

The theoretical   recoverable  energy  of  the  disk is  given,  by 
Equation (15)  with = 2 . The prac t ica l   recoverable   e lec t r ica l  
energy m u s t  take  into  account   the  generator   eff ic iency,  q . Thus 

4 
ER 9 mdisk 
" - g hw rl 

where mdisk i s  the  mass of the  disk.  The recoverable  energy 
density,  considering  the  masses  of  the  disk,  the hub  (mhub), the 
sp in  motor (mSM) the   generator  (m ) ,  the  deployment  hardware 
(mdep), and a penalty  for  package volume ( m v o l )  i s  gen 

ER E 
" R 
m m + m   + m   + - m  + m  + m  * 

disk hub S M  gen  deP vol  

m disk mhub m m m 
o r  + -  + S M + g e n + d e p +  (26) m 

ER ER  ER ER ER 
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The quant i t ies   within  the  parentheses   are   as   fol lows:  

mdisk/Er* - By Equation (25 ) ,  t h i s   r a t i o  is (4/9 g ~ ) - l  . 
For th i s   s tudy   the   d i sk   mater ia l  i s  assumed t o  be s t a i n l e s s   s t e e l  
cable  (7 x 7 ,  1/16-in. d i m .  ) , the  properties  of  which  are Shawn 
i n  Table 11. Then 

m disk 1 
“ 

ER 
- 

10 T 
lb/watt-hr . 

mh~b’~R . - Let  the mass of  the hub be 5% of the  disk mass: 

mhub = 0.05 m . By Equation (271, \ = 0.05 ER/lOq . Then ub disk 

m hub 0.005 - - ” 
ER 

- 
rl 

m /E - m  . - These quantit ies  are  dependent on space- 
S M  R sen/ER 

c r a f t  power requirements. Let P be  the  average power con- 
sumed, and the peak power demand be 4 P . The o rb i t a l   pe r iod  
is  1 .5  hours and the spacecraf t  is i n  shadow for  0.5 hour. D u r i n g  
darkness, power i s  provided  solely by the  flywheel so t h a t  
ER = 1/2 P . The s o l a r   c e l l s  m u s t  supply a power equa l   t o  

l ighted  period and 1/2 Pave to  the  flywheel  through a spin motor 
ave 

of   eff ic iency,  q ,(assumed  herein  to  be  the same as  the  generator 
e f f i c i ency) .  The spin motor power must be  sized so t h a t  i t s  out- 
put  power may vary from zero t o  3/2 Pave . The generator must 
be  sized so t h a t  i t s  output power may vary from zero   to  4 Pave 
(see  Fig.  13)  . 

ave 
ave 

ave 
(1 + 1 / 2 ~ )  Pave t o  supply P to   the  spacecraf t   dur ing  the 

Survey  data on weights,  powers, and ef f ic ienc ies   o f   var iab le-  
speed  d.c.  motors and generators  show that   the   weight ,  m , i n  
pounds is approximately  1.25 fi , where P is the  output power 
in   wa t t s .  The e f f ic iency  of  each  varies  with  output power l eve l ,  
with an average  value  of  about 60%. 
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o r  

The sp in  motor mass is  then mSM = 1.25 d- = 1.25 6 , 

qen = 3.53 

ER 6 
m 

'mdep/ER . - The deployment canis ter   could be similar t o  

t h a t  shown in  Figure 14. The surface  area  of the  cyl inder  is 
A = 4n(0.11 , o r  A = 0.33 ER square feet .  A penalty 

1 

of 0 . 1  l b / f t   g ives  a mass mdep - - 0.033 ER f o r   t h e  deployment 
hardware, o r  

z 

m 
= 0.033 

ER 

mVOl'ER 
. - The deployment  package volume i s  t h a t  of a sphere 

of  radius 0.03 rdisk: V = 4/3 n(0.03 rdisk) 3 , or 
v = 1.25 x 3/2 

A penalty of 1.0 l b / f t  i s  assumed, so t h a t  3 

m vol 
" - 1-25 x pR 

ER 
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The recoverable  energy of the  system i s  obtained  by  inserting 
Equations ( 2 7 ) ,  ( 2 8 ) ,  (29) ,  (30), (3118 and (32) into  Equation  (261, 
with q = 0.6 : 

5.7 + 1.25 x m 

a t ion  ( 3 3 )  is  p lo t ted   in   F igure  158 over a range 

(33  1 

of 10 watiz- 
h r  < ER 5 10 000 watt-hr . A t  ER = 240 watt-hr,  the  energy 
denFity  of  the  system  equals  that of a nickel-cadmium ba t t e ry  
energy  storage  system  (see Appendix B ) .  For ER > 240 watt-hr, 
the  flywheel  system i s  superior ;  a t  ER 2 500 000 watt-hr,   the 
function is  maximum, wi th  ER/m = 4.41  watt-hr/lb. 

Thus fo r   spacec ra f t   i n   nea r -ea r th   o rb i t   i n  which  the  average 
power requirement i s  less than 500 w a t t s  the  Ni-Cd battery  energy 
storage  system is b e t t e r ;   f o r  Pave > 500 watts  the  flywheel  sys- 
tem provides  higher  energy  density. 



Common  means  of  attitude  control  in  spacecraft  include  gas 
jets,  reaction  wheels,  and  control-moment  gyros (CMG). Gas  jets 
are  located at the  periphery  and  torque  the  spacecraft  by  expel- 
'ling  gas.  Reaction  wheels  employ  a  fixed-axis  rotor  with  control 
torques  obtained  by  motor  torquing of the  rotor.  Control  of  a 
disturbance  torque,  Td , on  the  rotor  spin  axis  is  obtained  by 
accelerating  the  rotor  according  to 6.1 = Td/Iw , where u) is  the 
rotor  speed  and I, is  the  wheel  moment of inertia. 

A CMG  employs  a  movable-axis  rotor.  Precession  of  the  rotor 
causes  a  torque  to  be  exerted  on  the  vehicle  perpendicular  to 
both  the spin-and the  precession  axes.  Referring  to  Figure 16, 
for  control  of  a  disturbance  torque,  Td , about  the  y-axis  the 
rotor  gimbals  are  precessed  at  the  rate, 6 = - T~/H cos8 , about 
the  z-axis.  It  is  seen  that  at 8 = n/2 "gimbal  lock"  occurs; 
i.e., no  torque  can  be  generated  about  thc  rotor  spin  axis.  For 
maneuvering  the  vehicle,  a  slew  rate  of 6 = HA(sin8)/Iy  about 
the  y-axis  is  possible  by  precessing  the  rotor  about  the  z-axis 
to  effect  a  change  in  sine . The  vehicle  continues  to  rotate 
until  the  rotor  is  returned  to  the  original  position. 

Large,  high-momentum-density  flywheels  have  definite  advan- 
tages  for  all  of  these  momentum  exchange  devices.  In  the  case of 
the  CMG,  a  high-momentum  density  increases  the  available  control 
momentum,  reduces  the  required  gimbal  precession  rate,  and 
increases  the  maneuvering  capability  (all  per  pound  of  flywheel 
weight).  For  the  reaction  wheel,  a  large  wheel  reduces  the 
required  rotor  acceleration  for a given  disturbance  torque  thereby 
prolonging  the  time  to  wheel  stall  speed. 

External  Isotensoid  Flywheel  CMG 

A CMG  can  be  constructed  using a large  external  isotensoid 
flywheel  as a basic  unit.  The  system  considered  is  pictured  in 
Figure 17. The  flywheel  is  mounted  on  the  end  of  a  deployable 
boom  and  rotates  in  the  void.  Precession  is  possible  about two 
axes. 
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A standard CMG has a s o l i d   r o t o r   r o t a t i n g   i n  an enclosure 
containing  gas a t  low pressure.  (Ref. 5 ) .  Windage drag i s  con- 
s iderable ,  and the  l imited  s ize   of   the   system  rest r ic ts   the   wheel  
angular momentum. An analysis  optimizing  the  standard CMG by 
parameterizing  rotor  angular momentum and torque  magnitude is 
suinmarized  (from  Ref. 5) i n  Appendix C. The external-wheel CMG 
i s  evaluated by comparing it with  the  optimized  standard  system. 
The bas i s  of  comparison i s  t h e   r a t i o  of  wheel  angular momentum t o  
system  launch  weight, at   various  torque  requirements.  

The weights of the  major components of the  external  wheel 
CMG are  calculated  as  follows: 

H = r  m 0 2  d- ,  (34) 

2 
0 -  

m = U l T r  

The weight of the  flywheel i s  Wdisk 
= m g  , or 

1/3 

Wdisk = ”> H 2/3 

( 3 5 )  

Gimbals. - The weight of the  gimbals i s  assumed proport ional  
to  the  weight  of  the  flywheel: 

(Const) W disk (37) 



For  the  purpose  of   this   s tudy  the  constant  is assumed,  conserva- 
t i v e l y ,   t o  be uni ty .  

W' =e 1:45 X 10 -2 T2/3 

where W' is  i n  pounds/foot and T i s  the  bending moment i n  
f t - l b .  The length  of  the  mast  should  be a t  least  as   l a rge   as  
t h e  wheel  radius so t h a t   t h e  wheel  can be precessed.  If   the  mast 
i s  assumed t o   b e  10% l a rger ,   the  mast weight i s  

-2 
= 1.6 x 10 r T 2/3 

Wmas t 0 

The weight  of  the  mast i s  then 

2/3 
Wmas t T 

This  weight i s  increased by 50% to   inc lude   the  deployment can i s t e r  
and associated  hardware. Then the  weight  of  the boom is  
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Torque  motors. - The weight of the  torque  motors i s  deter-  
mined by using the  same re la t ions   as  i n  the  standard CMG: 

2 1 .77  

w~~ = 1.76 x (%) 

Spin  motor. - I n  the  standard CMG, the  weight of the  spin 
motor is WsM = 1.5 -F PB/24 ; windage loss terms  are  neglected. 
PB i s  the  bearing power loss i n  wat ts ,  and is PB = pTave rB w/.t ? 

where p is the  coeff ic ient   of   bear ing  f ract ion,  Tave i s  the 
average  torque, rB is  the   sha f t   r ad ius   a t   t he   bea r ing ,  w i s  
the sp in  speed, and 4, is  the  dis tance from flywheel  to  bearing. 
I f  it i s  assumed t h a t  p = 0.01 , Tav, = 0.1 T , and rB/& = 0 . 1  , 
the  weight  of  the  spin motor i s  

u) 

WSM 
= 1.5 + 

24 T .  

The spin  speed is  (Table I)  

Then the  weight of the  spin motor i s  ( E q s .  (41) ( 4 2 )  and (38) )  

1/3 

WSM 
= 1.5 + 8.3 X 10 -6 [(t 'w)' ' 1/3 (43 1 

H 

Power system. - The weight  of  the power system is  

Wps = AI P (44) 



where AI is  a c o n s t a n t   a r b i t r a r i l y   s e t   a t  1.0 lb/watt  (as i n  
the  s tandard CMG) and P is  the  sum of the   sp in  and torque  motor 
powers. The spin-motor power i s  PSM = PB/0.60., or  

1/3 T 
PSM = 3 . 3  x 10 

H 

The average  torque motor power i s  

rn 2 
P = 0 . 0 3  - I 

TMave H I  

as i n  the  standard CMG. 

(45 1 

The t o t a l  power, P , i s  the sum of Equation (45)  and twice 
Equation  (46)(there  are two torque  motors), so that   the   weight  of 
the  power system is ,  from  Equation (44) 8 

Volume. - The volume of the packaged CMG is  assumed t o  be 
the volume of a sphere  having a radius  1/5 t h a t  of the  deployed 
flywheel : 

4 3 
3 

v = - n ( 0 . 2  ro) . 

This volume i s  penalized i n  the same manner as  the power supply, 
i n  th i s   case  w i t h  a fac tor  of 1.0 lb/cu f t .  Then by Equations 
($8 )  and ( 3 8 ) ,  the  weight due t o  the  volume of the  system is  



wvol 
- - H .  (49 1 

Total  weight. - The  weight  of  the  entire  assembly  is  the  sum 
of Equations  (36) , (37),  (39),  (40),  (43),  (47), and (49): 

+ 0.024 (dLFw 0 .) -1/3 H 1/3 T2/3 

+ 0.00176 (91.77 

2 1/3 
+ 1.5 + 8.3 x [($ g Aw) CJ n] - 

H 1/3 

0.034 + H .  

Specific  Example  of  External-Wheel CMG 

Equation (50) will  now  be  evaluated  for  a  specific  model 
isotensoid  flywheel.  The  material  is  1/16-in. 7 x 7 stainless 
steel  cable.  The  breaking  strength  determined  experimentally  is 
900 lb, and  the  linear  density  is 0.0075 lb/ft.  Then  the  specific 
working  stress  is = 1/2 AUlt = 60 000 ft.  Assume  that  the 
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n e t  i s  designed so t h a t  
l b / f t 2  . Then Equation 

the  average  surface  density is Ug = 0.075 
( 5 0 )  becomes 

2 1.77 
WT = 0.126 H + 0.0125 H T 2 l 3  + 0.00176 (5) 

+ 0.06 - + 0.0045 H + 1.5 + 0.639 1/3 T2 
H (51 )  

H 

The quan t i ty ,  H/WT, is  the   t o t a l   con t ro l   capac i ty   pe r  pound CMG, 
which is  t o  be compared with  that   of   the   s tandard CMG. 

2/3 T 

H 

3.54 
-1/3 + 0.0125 (E) + 0.00176 2 .77  

1.5 
H 

2 
+ -  + 0.639 - + 0.06 (s) + 0.0045 

H 
4/3 

This  quantity i s  p lo t ted   in   F igure  18, using  Equation  (52)and  data 
reported i n  Appendix C for  the  standard CMG, f o r  comparison.  Item- 
ized  weights and other   parameters   are   l is ted  in   Table  111, compar- 
ing  the two systems. 

The r e s u l t s  of t h i s   a n a l y s i s ,  summarized in  Figure 18, indi-  
cate   that   the   external-f lywheel  CMG is  super ior   to   the   s tandard  
CMG i n   t o t a l   c o n t r o l   c a p a b i l i t y   p e r  pound of  system  weight. A t  
comparable ro to r  momenta, the  external  wheel model has only one- 
fourth  the  weight  of  the  standard model. The standard CMG is  
res t r ic ted   to   angular  momenta up to   about  2000 f t - lb-sec;   the  
external  wheel model i s  not  so l imited and may thus   a t ta in   cont ro l  
dens i t i e s  (H/WT) an  order  of  magnitude  higher  than  that  possible 
with  the  standard CMG. In  addition,  the  external-wheel CMG pro- 
vides  higher  control  torques  because  of i t s  large  angular momentum. 
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EXPERIMENTATION 

Test Articles and Methods 

The following  types  of  flywheels w e r e  constructed: 1) woven 
Dacron tape  isotensoid  disk  f lywheel  with r i m  mass, 2 )  woven 
Dacron tape  isotensoid  spindle  f lywheel,  and 3 )  steel-cable 
isotensoid  disk  f lywheel.  Models w e r e  spun in-an  evacuated  spin 
chamber up to  speeds  of 15 000 rpm. 

Dacron disk.  - The d isk  was fabricated on a drum, s imi l a r   t o  
t h a t  shown in  Figure  19,   except   that   only  half   the  drum was used 
(tapes  turned 900 a t   c e n t e r  of drum, so tha t   on ly  one set  of 

n a i l s  was used) .  Upon removal from the  drum the   d i sk  w a s  pu t  
on a r ing,   as  shown in  Figure 6 ,  and spun i n   t h e   s p i n  chamber. 

The Dacron tape  had a breaking  strength  of 145 lb and a l i n e a r  
density  of 1.05 x l b / f t ,  so t h a t  i t s  s p e c i f i c  working stress 
( a t   ha l f   u l t ima te )  w a s  Aw = 69 000  f t  . Its energy  density a t  
t h i s  stress l e v e l  i s  

- E = 12.6  watt-hr/lb . 
m 

Its modulus of e l a s t i c i t y  was measured t o  be 

= 0.00069 lb-l  . T (53) 

The disk had a radius  of ro = 0.77 f t ,  and s ince  !2 = 2 i n   t h e  
d isk  form,  Equation (11) gives   the  tension  in   the d i s k  t o  be 

T = l O  W . -5 2 
( 5 4 )  
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Since   the   fabr ic  is in   cons t an t   t ens ion ,   s t r a in  i s  uniform  over 
the   d i sk ,  and the  expansion of the  radius  is predicted by Equa- 
t i ons  (53) and ( 5 4 )  : 

I.0 -9 2 
" - 6.9 x 10 w (55 1 

The d isk  w a s  observed,  using a s t robe   l i gh t ,   f o r  changes in   r ad ius  
under var ia t ions   in   ro ta t ion   speed .  

Attempts w e r e  made t o  package  the  disk  by  squeezing  the 
mater ia l   in to   the   space   ins ide   the   inner   r ing ,  and estimates  of 
packaged volume w e r e  made. 

Dacron spindle., - The spindle  shaped  (double-hub) model wheel 
w a s  constructed  of  the same mater ia l   as   the  Dacron disk,   using 
t h e   f u l l  drum for   fabr ica t ion ,  as shown i n  Figure 19. I t  had a 
smaller radius  ( r o  = 0.62 f t ) .  D u e  t o  i t s  shape, i t s  s t r u c t u r e  
parameter w a s  fi = 1.83. Therefore i t s  energy  density a t  a 
s p e c i f i c  working stress of half   u l t imate  i s  (Eq. ( 1 2 ) ) .  

- = 11.5 watt-hr/lb . E 
m 

Its theore t ica l   rad ia l   e longat ion  i s  

A r  
0 -9 w2 
" - 4.2 x 10 ( 5 6 )  

Steel   cable .  - The s teel   cable   disk  f lywheel  was constructed 
of 7 x 7 s t a i n l e s s   s t e e l   c a b l e ,  1/16 in.   diameter.  The disk was 
composed of 20 individual   cable   c i rc les   each 27 i n .  long,  with 
s ingle-shank  bal ls  swaged on the  ends. A 3.00 i n .  diameter hub 
was constructed  to  hold  the  ends, and the   pa t te rn  w a s  held by 
swaging  copper  tubes a t  the   in te rsec t ions ,   each  1.50  i n .   apa r t .  
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Swaging w a s  done with a spec ia l   t oo l  which  ensured  that  proper 
angles and lengths   exis ted a t  and between the   i n t e r sec t ions .  The 
finished  flywheel- and i ts  associated  construction  equipment  are 
shown in  Figure 8. 

The cable had a measured  breaking  strength  of 900 lb  and a 
l inear   dens i ty  of 6.25 x lb/in.  Its s p e c i f i c  working stress 
( a t   h a l f  u l t imate)  was lw = 60 000 f t ,  so t h a t  i t s  energy  density 
a t  t h i s  stress is  

- = 11.0 watt-hr/lb . E 
m 

The model w a s  spun i n  the  evacuated  spin chamber,  and t e s t s  
w e r e  made t o  determine  experimentally  the  kinetic  energy of the  
cable  flywheel. The kinetic  energy  of  the  system ( w i t h  d i sk)  
including  the  f lywheel,   shaft ,  and  motor armature i s  

which is  d iss ipa ted  by the  shaf t   bear ings when the  motor power i s  
turned off. The t i m e ,  A h d  , for  the  assembly  to  stop  completely 
i s  determined from 

T A twd = Ewd 

where w is  the  average  shaft   speed  during slow-down and T is  
the  bearing  drag  torque. When the  disk i s  removed, t he   k ine t i c  
energy of the  shaf t   (without   disk)  i s  

- 

1 2 
Ewod - 2 ('shaft + ' a rm)  
" 

which is  d iss ipa ted  by 

(59)  



Combination of Equations (57)  through (60) 

Atwd - - 'disk + ' shaft  + 'arm + 
A twos 'shaft + ' a rm 

The time, At+d , fo r   t he   sha f t   t o   s top   w i th   t he   d i sk   i n   p l ace ,  
and the  t i m e ,  A h o d  , for   'only  the  shaf t  and armature   to   s top  
were  measured. Idisk and I"Yaf1 
known.shapes, and Iarm w a s  ca cu ated  experimentally  (comparing 
ro t a t iona l   o sc i l l a t ion   f r equency   w i th   t ha t   o f  a standard  disk,  
using a tors ion  spr ing,  by the  formula 

were calculated from t h e i r  

I- /T - - 
arm standard 4'arm'Is tandard ) . Subs t i t u t ing   t hese   quan t i t i e s  

into  Equation (57)  v e r i f i e d   t h e  assumed energy of the  flywheel. 

Test R e s u l t s  

Dacron flywheels. - The  woven Dacron d i sk  and spindle   f ly-  
wheels  were  tested  for  radial   expansion;  the  results  for  the 
d i sk  were compared with  Equation (55)  and those  for   the  spindle  
were compared with  Equation (56 ) .  These r e s u l t s  are shown i n  
Figure 20, on which  both  experimental and theoret ical   expansions 
are plot ted  against   spin  speed.  

Packing  experiments  with  the Dacron disk  f lywheel  indicate 
t h a t  it can be  packed i n t o  a space  within  the  inner  r ing.  The 
radius   of   the   inner   r ing was 20% of  the  radius of the  Dacron f ly-  
wheel. The volume of the  packaged d i s k  was t h a t  of a sphere 
having a radius   equal   to  15% of the  d i s k  radius.  

Steel   cable  f lywheel.  - Data   co l lec ted   in   re fe rence   to  
Equation (61)  were: 

= 9.8 f o r   i n i t i a l   s p i n   s p e e d s  from  100 r p s   t o  200 rps  * twod 

2 
'disk = 0.0039 s l u g   f t   ( c a l c u l a t e d  from geometry) 
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= 0.000093 s lug-f t   (calculated from geometry) 2 
' shaft  

'a the moment of i n e r t i a  of  the motor armature, w a s  
measureg%y  comparing its na tura l   osc i l la t ion   f requency   wi th   tha t  
of  a standard,  using  the same tors ion  spr ing on both  to  provide 
the  restoring  force.  The per iods   o f   osc i l la t ion ,  T , a r e   r e l a t e d  
t o   t h e  moments of i n e r t i a  by 

"- IT 

arm 
I- standard - I a r m  = d k n d a r d  

The s h a f t  (above) was used  as  the  standard. Its natural   per iod 
was 0.5 sec;   the  natural   period of the  armature was 1 sec.  Thus 
Iarm 

- - 4 Idisk I 01 

= 0.00037 s lug- f t  . 2 
'arm 

Substi tution  into  Equation (61) gives 

" twd - 0.0039 + 0.000093 + 0.00037 + - 
* twod 0.000093 + 0.00037 

= 10.4 

which  compares favorably  with  the 9.8 value  obtained  experimen- 
t a l l y  from slow-down times. 

Discussion of Test   Results 

The radial   expansion  tes ts  on the Dacron flywheels  were 
par t ia l ly   successfu l .   In   the   reg ion  of testing,  spin  speeds 
were not  high enough t o   c a u s e   s u f f i c i e n t   s t r a i n  i n  the   fabr ic  
f o r   f u l l  comparison with  theory,  b u t  some expansion was observed. 



Although the   d i sk  expanded less and the   sp indle  expanded more than 
theory  predicted,   both  generally  followed  Equations  (55)  and  (56) 
(See  Fig. 20). 

Packing  experiments  indicate  that  the  filamentary  flywheel 
could be packed i n t o  a sphere  having a radius  15% of the  f lywheel 
radius   (possibly less i f  a less dense  material   than woven Dacron 
is  used in   the  f lywheel)  . 

The cable   f lywheel   exercise ,   in  which i t s  energy was cal- 
culated  both  geometr ical ly  and through power diss ipat ion,   proved 
successful .  The flywheel,  with  about 15% of the  mass of   the 
system,  held 89% of the  energy. 
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CONCLUSIONS A N D  RECOMMENDATIONS 

The analyses and  experimentation  described  herein  indicate 
that  the  isotensoid  f i lamentary  f lywheel  could  function  very w e l l  
as an  energy or angular-momentum stor ing  device.  

In  energy  storage,   the  isotensoid  f lywheel  has shown t h a t  it 
is supe r io r   t o   t he  nickel-cadmium battery  in  systems  of  average 
power greater   than 500 watts. In  systems above  10 kw, it has 
more than t w i c e  the  energy  density  of  the Ni-Cd ba t te ry .  Power 
surges would not  have  an  adverse  effect  on the  flywheel as they 
do on the  Ni-Cd ba t te ry .  

In  control-moment  gyroscope appl ica t ions ,   the   l a rge   ex te rna l  
isotensoid  f lywheel  appears t o  be f a r   supe r io r   t o   t he   s t anda rd  CMG. 
A cha rac t e r i s t i c   o f   t he   f l ex ib l e  wheel  which  deserves  further  atten- 
t i o n  is dynamic deformation  of  the  wheel. The CMG is e s s e n t i a l l y  
a two-body dynamic system  in which  one body i s  r i g i d  and the   o ther  
nonrigid.  Precession  of  the  wheel  causes  transient and steady- 
state  deformations  of  the  f lexible  wheel which complicate  analysis. 

Further  study is  recommended in  the  placement  of  the  flywheel 
of the  external-wheel CMG. The addi t iona l  moment o f   i ne r t i a  
degrades  the  transient  performance  of  the CMG, which  might be 
corrected  by more sophis t icated  control  mechanisms. 



APPENDIX A 

ENERGY DENSITY OF ISOTENSOID FLYWHEELS 

A proof w i l l  be given  here   that   the   energy  densi ty  of a 
flywheel is h i g h e s t   i f  it is  isotensoid.  It extends f r o m  a gen- 
eral izat ion  developed  by J. C. Maxwell (Ref. 7) from the  pr in-  
c i p l e  of v i r t u a l  work 

n -3 
(ax +cr + O  ) v i =  c p i .  

i=l i 'i i=l i z i 

where cr is  the  stress, i n  one of three  or thogonal   direct ions,  

on the ith element:  cr and o are t h e  stresses in   t he   o the r  

two d i rec t ions :  V i s  the  volume: P is i ts  load;  and r is 

i ts  posi t ion  vector  from an a rb i t r a ry   o r ig in .  

X i 

Y i  z i + * 
i i i 

The r igh t   s ide   o f   the   equat ion  is  the  Maxwell po ten t i a l ,  )P For a body consisting  of  continuous  f i laments it is expressed as 

"-f 2 +  
The body is  s t r e s sed  under cent r i fuga l   loading ,  dP = m'dt UJ r 
where r' is the  dis tance from the   ax is .  Thus a ,  

a 

I f   t h e   o r i g i n  i s  located on the   ax is ,   then  r . r = r 3 4  2 

and 
a a '  

JrP = m '  w2 1 r dd 
.e, a 
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o r  q p  = w2 I 

where I is  the  moment o f   i ne r t i a   o f   t he  body. This i s  t w i c e  the  
ro ta t iona l   energy   of   the  body. Thus, 

n 
oi Vi = 2E . 

i= 1 

The l e f t  side of  Equation (A-1) is (ax + a' + oz) V , where o 
is  the  average stress i n   t h e  body,  and V 1s t he  t o t a l  volume. 
The volume may be rewri t ten as V = m/p , t h e   r a t i o  of m a s s  t o  
density.  The energy  density is then 

- 
Y 

E 1 'x 
m 2  P 

+ '  + O Z  "- - 

This is seen   t o  be maximum i f  the stresses in   each  direct ion 
a re   a l l   equa l   ( i so tensoid)   and ,   o f   course ,  a t  as high a l e v e l  as 
possible .  - I f   t h e   s p e c i f i c   s t r e s s ,  X = a/pg , is  now introduced, 
and CT is  set e q u a l   t o  (maximum allowable  working stress), 
the  energy  density i s  'W 

where f i s  the  number of  degrees  of  freedom of stress ac t ion  
allowed. In   the  isotensoid  f i lamentary  f lywheel ,  f = 1 . In   the  
Stodola  wheel  (constant  biaxial  stress), f = 2 . 

Additional  energy is ac tua l ly   p resent   in   the   f lywheel  i n  t he  
form of e las t ic  energy.  This  effect  makes the  energy  greater  by 
the   fac tor ,  (1 -I- E:) , where E: is t h e  maximum s t ra in .   In   h igh-  
stress materials, E: i s  low (around 1%). Other materials such as 
rubber w i l l  a t t a i n   h i g h  E: b u t  cannot  withstand  high stress levels .  
Thus, t h i s   e f f e c t  is negl igible .  



APPENDIX B 

ELECTROCHEMICAL  ENERGY  STORAGE  SYSTEM 

Storage  batteries  are of two types:  primary  and  secondary. 
Primary  batteries  are  not  rechargeable,  have  relatively  high 
energy  density,  and  are  used  to  power  launch  vehicles.  Secondary 
batteries  are  rechargeable  and  hence  are  useful  where  cyclic 
energy  requirements  exist. 

Four  types of battery  systems  have  been  considered  for  space 
applications:  nickel-cadmium,  silver-zinc,  silver-cadmium,  and 
the  class  which  uses  organic  solvents  (Ref. 8). The  nickel- 
cadmium  battery  is  rechargeable,  has  long  cycle  life,  and  can 
attain  moderately  high  energy  densities.  The  silver-zinc  battery 
is  primary:  the  silver-cadmium  has  an  energy  density  of  about 
twice  that  of  the  nickel-cadmium,  but  its  cycling  characteristics 
at the  present  stage of development  are  poor  and  unpredictable. 
The  organic-solvent  type  batteries  promise  high  energy  density, 
but  are  still  in  the  research  and  early  development  stage. 

The  nickel-cadmium  battery  has  been  studied  extensively 
regarding  energy  density,  cycle  life,  and  reliability.  The  results 
of  these  tests  reveal  a  "best"  way  to  use  this  battery  in  a  mis- 
sion. 

The  energy  density of a  nickel-cadmium  battery  (the  energy 
obtainable  per  unit  battery  weight  with  a 100% discharge)  is  about 
12 watt-hours  per  pound  (Ref. 9 ) .  However, it has  been  found  that 
battery  lifetime  decreases  with  depth of discharge, so that  for 
reasonable  battery  lifetimes  this  energy  density  is  not  completely 
available.  Tests  have  shown  that  at  a  battery  temperature of 
24OC the  cycle  life  is 

.e = 10 4.7-3.0 d 

where C is  the  number of cycles to failure  and  d  is  the 
fractional  depth  of  discharge. 



Measurement of  the  discharge and charge  voltages show t h a t  
they are i n  t h e   r a t i o  of 0.87 t o  1.0  (Ref. 8). This ra t io  is  used 
as the   e f f ic iency ,  q , of t h e  cell.  

The to t a l  energy  storage  throughout  the  l ifetime  of  the 
storage  battery  system  per pound of bat tery  weight  i s  

*T E 
m m 
"- - d q G  (B-2)  

Inser t ing  an  energy  density  of 1 2  watt-hr/lb,   an  efficiency  of 
0.87, and  Equation (B-1)  fo r   the  l ifetime, the   to ta l   energy  is 

ET - 10.5 d  x 10 (4.7-3 - 0  d)  
" 

m (B-3 )  

The  maximum of t h i s   func t ion   occu r s   a t  d = 0.145, so t h a t   t h e  
recoverable  energy  density i s  ER/m = 1.74  watt-hr/lb, and the  
t o t a l  energy  density i s  ET/m = 2 . 8  x l o 4  watt-hr/lb.   In a 
s a t e l l i t e  which  has  an o rb i t a l   pe r iod  of 100 minutes,. the  l i fe -  
t i m e  of 1.86 x l o 4  cycles  i s  equiva len t   to  3.5 years .   Inser t ing  
a sa fe ty   f ac to r  of 2.0,  reducing   the   l i fe t ime  to  1.75 years ,  
r e s u l t s   i n  a to ta l   energy   dens i ty  of 

ET 4 - = 1.4 x 10 watt-hr/lb . m 
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APPENDIX C 

A STANDARD CONTROL MOMENT GYRO 

A conventional CMG contains a s o l i d   r o t o r  which  has i t s  mass 
concentrated a t  the  r i m  for   high moment of iner t ia .   This  is the  
b e s t  form of  wheel  for  this  purpose  (see  Table I ) .  The r o t o r  i s  
enclosed  in a sealed chamber containing  law-pressure  gas  (Ref. 5 ) .  
The CMG system  consists  of  the  rotor,  a spin  motor,  torque  motors, 
gimbals,  the  enclosure, and a power supply. 

The to ta l   weight  of a CMG system is  pr imari ly  a function  of 
the  rotor   angular  momentum and of the  output  torque. A study 
r e l a t ing   t hese  and f inding  the minimum weight  of a CMG by varying 
system  parameters  has  been  conducted by Sperry Co. (Ref. 5 ) .  The 
mater ia l   here  i s  a summary of t h a t   r e p o r t .  

The weight  of  the  system is  the sum of  the  weight of the CMG 
and the  weights added  due to   t he  volume of  the  system  and t o   t h e  
power requi red   to   d r ive  it: 

wT 
= W + A 1 P + A 2 V  (C- 1) 

In   the  s tudy,  A 1  and A2 were assumed 1.0 lb/watt and 
1 .0  lb / f t3 ,   respec t ive ly .  The rotor   angular  momentum, H , and 
the  maximum vehicle  torque, T , were  variables.  The weight of 
the   sp in  and torque  motors was derived from avai lab le  data con- 
cerning  those  motors. 

The r o t o r  was not  assumed to   be   ope ra t ing   a t  a working s t r e s s  
of  half   ult imate,  as excessive  shaft   speeds would be  present 
because of the  l imited  wheel  size.   Rather,   the  rotor  size and 
speed  were  varied  independently  to  include  effects  of  enclosure 
volume and bearing and windage losses .  

R e s u l t s  of  the  study w e r e  given i n  tabular form (da ta  from 
computer r u n s ) ,  r e l a t i n g  wheel  angular momentum, output  torque, 
and t o t a l  CMG weight, among other   things.  The rat io   of   wheel  
angular momentum t o   t o t a l  CMG weight i s  plotted  versus  wheel 
angular momentum fo r   t h i s   s t anda rd  CMG in   Figure 18. This i s  the  
basis f o r  comparison i n  evaluat ing  the external wheel CMG. 
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TABLE I. ENERGY  DENSITY (E/m) I ANGULAR MOMENTUM DENSITY (H/m) I 

AND ROTATIONAL VELOCITY ( w )  OF VARIOUS  TYPES OF WHEELS 

I 1 

1 
Isotensoid  disk 2 9  1 

I 1 

1 
Isotensoid  spindle 8 g X 

Standard  disk 
2 

1 Standard hoop r 0 

1 Stodola wheel r 0 2  d x  r +z 
0 

h 

V 

r 
0 

" =  - ' s p e c i f i c  stress 
Y 

= Poi s son ' s   r a t io  

= radius  of wheel 

= length of rod  (spinning  about one  end) 



TABLE 11. SPECIFIC WORKING STRESS OF VARIOUS MATERIALS 

Material 

S t e e l  (18% 
N i  Maraging) 

S t e e l  (A-572 
Grade  65) 

Dacron  tape 

Glass yarn 

Glass f i l amen t  

Boron f i l amen t  

Graphite f i l amen t  

7 x 7 SS cable 
(1/16  in. ) 

Ultimate Stress 

345 000 lb / in .  2 

80 000 lb / in .  
2 

145 lb  

0.6 lb  

650 000 lb / in .  

500 000 lb / in .  

200 000 lb / in .  

900 lb 

2 

2 

2 

Densi ty  

0.283  lb/in. 3 

0.283  lb/in. 3 

8.8 x lb / in .  

3 .1  x lb / in .  

0.09 lb / in .  

0.09 lb / in .  

0.054  lb/in. 

6.25 x l ow4  lb / in .  

3 

3 

3 

S p e c i f i c  Working 
S t r e s s  ( X  ) 

T U  

600 000 i n .  

141 600 i n .  

800 000 in .  

1- 000 000 in .  

3 600 000 in .  

2 800 000 in. 

1 800 000 in. 

720 000 i n .  

Ref. 

10 

10 

11 

12  

1 2  

1 2  

Note: Spec i f ic   working  stress = 0.5 ( u l t i m a t e  stress) 
d e n s i t y  



TABLE 111. COMPARISON OF INTERNAL AND EXTERNAL 
CONTROL-MOMENT  GYRO SYSTEMS 

A n g u l a r   m o m e n t u m  
( f t - l b - s e c )  

Max. gimbal torque 
( f t - l b )  

R o t o r  radius ( f t )  

R o t o r  speed ( r p m )  

R o t o r  weight 

Gimbal w e i g h t  

B o o m   w e i g h t  

T o r q u e   w e i g h t  

Spin motor w e i g h t  

P o w e r   s y s t e m  weight 

Volume w e i g h t  

Miscellaneous w e i g h t  

Total w e i g h t  

Specific angular  
m o m e n t u m  

I n t e r n a l  
W h e e  1 

2000 

667 

1.17 

7857 

71.1 

55.4 

“ 

65 

3.1 

77 

34 

40 

345 

5.8 

E x t e r n  
S m a l l  

2000 

667 

6.53 

2876 

10.04 

10.04 

11.96 

25.12 

2.33 

46.47 

9 

” 

115 

18.1 

a1 

” 

i 

. Wheel 
Large 

10 000 

667 

11.16 

1681 

29.36 

29.36 

20.45 

1.45 

1.99 

22.04 

45 

” 

149 

67 

1 
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Figure 1. Disk Isotensoid 
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F i g u r e  2 .  G e n e r a l   I s o t e n s o i d  Shape 

40 



a 





” “ - - .. 
\ 

/ 
/ 
/ 

“ ””- 
Valve 

I’ I 

- Motor Turbine  Generator - 

I JJ I- 

-5 u Reservoir I Electronics 

J 

Figure 5 -  Possible  Configuration  for Energy Transfer  using 
Double-Hub Flywheel 
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Figure 6 Woven Dacron Isotensoid Disk 

Figure 7 Woven Dacron Isotensoid  Spindle 
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Figure 8 Construction of S ta in l e s s  S tee l  Cable 
Isotensoid  Flywheel 
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Figure 9. Semisolid  Isotensoid  Flywheel 
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a) Move points A up to hub 

C C 

c c 

c) Move  points C up  to  hub 

b 

C 

c 

C C 

) Move points B down  to  hub 

d)  Packaged 

Figure 10. Packaging  Scheme of Semisolid  Isotensoid  Flywheel 
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Spin 
axis 

Figure 11. Constant  Biaxial  Stress  (Stodola)  Wheel: 
-$rR2 x = x  e with r = 5 .0  a 
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Figure 12. Energy  and Momentum Densi t ies  (E/m and H/m) of 
Stodola Wheel as a Function of r 
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Dark 
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Flywheel  to  electronics 

Figure 13. Power Cycle  During  Single  orbit 
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Figure 14. Package  Design of Isotensoid Disk  Flywheel  Energy 
Storage S y s  tern 
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Figure 16. Gyroscopic  Action 

53 



54 



1000 

" 

- 
" 

" 

100 

/ 
Standard 

wheel 

1000 

External 
wheel 

5000 / 

/ 

10 000 
H (ft-lb-sec) 

100 000 

Figure 18. Comparison of External Wheel to   Standard CMG: Flywheel 
Angular Momentum per  pound CMG (H/W ) versus  Flywheel 

Angular Momentum (H)  versus OuTput Torque (T)  
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Figure 19 Woven  Dacron  Flywheel  on  Construction Drum 
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Figure  20. F i b e r   E l o n g a t i o n  T e s t  Resu ' l t s :   F rac t iona l   Change   i n  
Wheel Radius   versus   Spin   Speed  for Disk  and  Double- 

Hub I s o t e n s a i d  
( T h e o r e t i c a l   C u r v e s  and Experimental P o i n t s )  
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